
B-Hygienic Hard Fix Glue

Tape
HygiSeal:
seamless connection

Metalstud

B-Hygienic Hard Fix Glue

B-Hygienic bvba
Maesbossen 3B | 9160 Lokeren | Belgium
Tel. + 32 (0) 9 324 40 08 | Fax + 32 (0) 9 328 70 02 | Mob + 32 (0) 475 74 75 55
info@b-hygienic.com | www.b-hygienic.com
BNP PARIBAS FORTIS 001-5440223-54 | VAT BE 0895.050.870 | RPR GHENT
BIC GEBABEBB | IBAN BE42 0015 4402 2354

B-HYGIENIC HYGIGYPS

FRP CHARACTERISTICS

TECHNICAL INFORATION

- Food safe (HACCP, EU, BRC, FDA, USDA, ...)
- Economical (less cleaning product is needed)
- Chemically resistant (e.g. blood, acids, brine, milk, ...)
- Water- and dirt resistant and anti-fungal
- High impact- and scratch proof
- Anti-static
- Easily and simply cleanable
- Quick and easy to install (modular system)
- Suitable for heated and cooled spaces
- Fire retardant (optional, standard Euroclass E)
- Anti-graffiti (ideal for public spaces)
- Does’t discolour and assumes no odors
- Non corrosive
- Easy reparable
- Available in all RAL colours (standard RAL 9010 = hygienic white)

IDEAL FOR BOTH NEW ESTATE AND RENOVATION!

Dimensions:

Length tolerance:
Weight / m2:
Polyester thickness:
Core thickness:
Core composition:
Surface finish:

Standard colour:
Fireretardant:

Temperture:

2,6 m x 1,2 m (3,12 m2)
3 m x 1,2 m (3,6 m2)
0+2 cm
13 kg (± 14,5 mm)
1,5 - 2 or 2,3 mm (1 or 3 mm on demand)
12,5 mm
(water repellent) plasterboard
Embossed or smooth (extra smooth or smooth matt
on demand)
White RAL 9010 (other colours on demand)
Core:	 - Euroclass A2-s1-d0
FRP:	 - Standard Euroclass E
	 - Optional Euroclass C-s3,d0
	 - Optional Euroclass B-s2,d0
-60°C / +90°C

CORE CHARACTERISTICS (high waterrepellent)

PRODUCT DESCRIPTION
The B-Hygienic HygiGyps panel is a glass fiber reinforced composite polyester sheet, opaque, 
available with a smooth or embossed surface, glued to a plasterboard (gypsum-board) with 
thickness 12,5 mm. B-Hygienic HygiGyps is the perfect alternative if you need to install plas-
terboard. You can now install the plasterboard and finishing at once. We can offer different types 
of plasterboard; standard, with wood fibers or high water repellent plasterboard.
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CONSUMPTION
- Hard Fix Glue / m2
- White silicone / m2
- HygiSeal / m

250 - 300 ml
150 ml
40 - 50 ml

The high water repellent plasterboard has a core of water repellent plaster between 2 water 
resistant membranes.

Surface colour:
Surface Density: 
Surface Hardness: 
Thermal resistance (R):

Orange
10,8 kg/m2

≤ 15 mm
0,04 m2.K/W


