NTS 370

370mm SEMI-AUTO
VERTICAL COLDSAW

Vertical coldsaws offer increased rigidity over standard
horizontal coldsaws, decreasing chatter and increasing
cut finish quality.

Features

Semi-Auto machine performs the following operations
automatically during the cutting cycle:

1. vice closes and blade motor starts

2. cutting head downstroke

3. return of head and blade motor stop

4. vice re-opens

¢ [talian made quality

Swivel head 45° left & right

Recirculating coolant system with electric pump
Adjustable material stop

for repetitive production

e Material output conveyor

e Guarded cutting area

e Comes complete with blade & stand

Part No. MC-NTS370-3
Motor 3.4HP Three Phase 415V
Blade Speed 2 Speed 12/ 25rpm
Blade Size 370mm
Blade Bore 32mm
Weight 500kg
| CUTTING CAPACITY

Cutting Angle . O I:l |:|

90° 100mm | 130mm |120x100mm | 170 x 100mm
45° (L&R) 100mm | 130mm |100x 100mm | 140 x 100mm

Optional Accessories & Consumables

Roller Conveyors Synthetic Metal Coldsaw Blades

* Straight & V-Shape Single Roller Conveyors Working Fluid H.S.S. DMO05: 140 - 350 teeth
* 3m length, 300mm - 600mm width Conveyors Cutting fluid designed for use with MACC

coldsaws, bandsaws & metal working
machinery that use a recirculating coolant
system with fluid storage tank.
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