TIEBMIIFEE TURRET WORKING CAPACITY / RANGE

510YVD1 40/8

TIESRA Tool specification: W25 x 25 mm
3LMITIEE1.D. tool holder: @50 mm

560VD140/8

TIEF# Tool specification: (126 x 25 mm
3LMITIEE1.D. tool holder: @50 mm

510YVDT 40/8 Y axis

EEQUNIT: mm j§1&3% SPECIFICATIONS
e 7 MODEL

I8 B ITEM

'Swing over bed

2710

Swing overcrossside (Max.tuming) 2560

@510

422.143

560-V8

TIBAR48 Tool specification: (125 x 25 mm
3LAT7IEE1D. tool holder: @50 mm
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JIELH#E Tool specification: (132 x 32 mm

=368

#560

I&EN
Working Dist Between centers 600 / 1100 / 1600 / 2100 / 2600 / 3100
Capacity Max. turning length 500 / 1000 / 1500 / 2000 / 2500 / 3000
Spindle bore Max. turning bar
hyd. chuck) 70 [ @90 1 @110 / V117 | D142
Spindle bore 083 / @105 / @130 / 9160
Max (@step) pm 402000 /40-1500/ __30-1000
THE Spindie nose A28 A2-11
Headstock Center hel ht of spindle mm 360
Spindledividin_head of C axis deg 0001
= X axis travel 360 410
T’;ﬁ[ Z axis travel 600 / 1100 / 1600 / 2100 / 2600 / 3100
Y axistiavel 45°) 50
X axis rapd feed mm/min 10000
B Z axis rapid feed mmimin 16000 10000
S Y axisrapid feed mmimin 10000
X ZHH X, Z axis cutiing feed mmvmin 0-5000
YERETELER ¥ axis cutting feed mimin 0-5000
Z X axis (diameter x pitch line)
Bl loadl sire Z axis (diameter x pitch line) D50xP=12 / 250xP=16
Y axis Y: @32 xP=5
BE] Hyd. Turret V87 Viz (Opt)
Tool holder Live turret V8 (VDI 40) (Opt) V8 (VDI 40)
Quilldia 2105
RE Quill 1D taper MT#5
o Quilltravel 200
Main spindle motor kw 15/18.5
X axis servo motor kw
Z axis servo mofor [
i ¥ axis servo motor kw Y3
FiE Milling axis motor kW 37155
Motor i 7
Coolant pump mator BAR
Coolant pump for spindle HP 2
Pressure-ailtank horsepower HP

il
Controller

Electronic control system

Controllable axis'

2
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*All speciication andl designs are subjected to change without notice
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STANDARD ACCESSORIES

+ Controller

* Headstock Hyd auto chang e

+ Lubricating system

* Coolant system

* Work lamp

* Fullsplashguard

* Manualtwo steps ta

+ Remote MPG

+ Tools andtoolbox

* Model510Y with VDT 40/8
driven tool system

OPTIONAL ACCESSORIES
* 3 jawchuck

* 4 jaw chuck

* 3 jaw hyd. chuck

* Rear spindleinterfacewith chuck
* V8 Hyd. turret (for 560)

« Live turret VDI 40/8 (for 560)

* Hyd. tailstock quill

« Brass follow rest

« Bearing type steady rest

* Hydraulic steady rest

*Chip conveyor

~CE/CSA approval specification
~Transformer
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Powerful Precision CNC Lathes
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560/ 510Y

Max. turning length &A1 T £FE: 500 / 1000 / 1500 / 2000 mm
Spindle bore E3H@ILE @83 /2105 / 2130 / @160
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FEATURES
« Thebed is designed asbox typewith rigid structures for ensure heavyduty cutting & excellent heavy
loading capabillty
« All the main compoents are made of FC-30 high quality casting and annealing heat treatment for
deformation-free
« Three point support on the spindle and inspected by dynamic balancing, the spindle gear is a module
& wided that is very suitable heavy cutting and being with 3 steps hydraulic auto. speed shifing
Especially that can be full power output even as the spindle speed at low gear, large cutting force, and
spindle headstock is designed with oil cooler for reduce the temperature of oil ensure accura
«Different spindle bore @83mm. @105mm. @103mm. @160mm, can be fitted with optional rear chuck
(Opt.) for long workpiece machining.
+ Four guide way on the machine & X/ Y /Zaxis are square design, Z-axis is correctly at the center of
bed for uniform loading, ensuring increased accuracy
* Model of 560 can be fitted H4 four way electric turret, V8 or V12 turret and driven tool system that
enable the machine to fully develop its machining performance
Model of 510Y can be fitted VDI 40 drive turret with Y axis (travel +50mm). which design provides
cutting & milling the best choice
+ Adopted central lubricating system which can be lubricated slide way & ball screw the forced lubricating
ensure accuracy.

« The visual window of sliding safety door be adopted the reinforced glass at layer and out layer for
polycarbonat canbe protected the falluredworkpieces hi-safety

LRIVCNCER POWERFUL FLAT BED CNC LATHES

= Headstock

® Rear spindlesupport chuck
B0

= Spindle headstock oil cooler & Hyd
EEIRZIBRE

System
FEEBERAR DR E

= Four way electric turret

® V8 turret
PUSE#TE

VDI 40 Driven tool system
V8IE

VDI 408717055

EFL 510Y#$#5

® Four-track design
(Z axis with square design) X/ Y8R EE FYHNURREE
DREBERET (ZTITE)

X /Y axis with square design = 2 Steps manually tailstock





