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Change #1, 494, 495 
On page 30, replace the table with: 

Resolution Range Accuracy Operating Error 

0.001 0.020 to 1.000 Ω ±(2 % rdg + 10 digits) ±(5 % rdg + 3 digits) 

0.001 to 10 Ω 1.001 to 19.99 kΩ ±(2 % rdg +3 digits) ±(5 % rdg + 3 digits) 

On page 31, replace both tables with: 

Resolution Range Accuracy Operating Error 

0.001 0.020 to 1.000 Ω ±(7 % rdg + 10 digits) ±(10 % rdg + 5 digits) 

0.001 to 10 Ω 1.001 to 19.99 kΩ ±(7 % rdg + 3 digits) ±(10 % rdg + 5 digits) 

 

Resolution Range Accuracy Operating Error 

0.001 to 0.1 Ω 0.020 Ω to 90.9 Ω ±(7 % rdg + 3 digits) ±(10 % rdg + 5 digits) 

1 Ω 91 to 199.9 Ω ±(12 % rdg + 3 digits) ±(15 % rdg + 5 digits) 

Change #2, 151 
On page 19, replace the 2nd Note with: 

Note 
Minimum distance between the two current clamps is 15 cm.  

On page 20, in Figure 8 change: 

From:  ≥ 10 cm 

To: ≥ 15 cm 


