
Packing Machine 

Machine Features: 

z 7 inch Color touch screen control panel  

z Welded frame and pained (RAL 9001) with timing belt. Motorized worm gearbox 
and bag length speed drive, both in oil enclosed.  Unit for Sealing bars speed 
change adjustable with handwheel and at machine run. 

z Pulling and sealing wheels, cutting head and delivery belt are cantilevered.  One 
pulling wheels unit and one sealing wheels unit are closed in boxes with grease for 
lubrication of gears.  

z All parts are built for easy maintenance and cleaning. 

z Pulling wheels open by means of pneumatic switches. The sealing wheels opens 
automatically at every machine stop. 

z Safety guards as required by local law.  Safety standard as CEE directives. 

z Possibility to have right hand machines, for polyethylene film, for shrink film, etc. 

z On all Machines is possible to install : Photocell for printed film, Pinter for date, line 
shaft for automatic feeders, etc. 

 

Specification :  

Model AHP-400 

Wrapping speed: up to 100 pc /min  

Film reel width: 400 mm  

External film reel dia.:  350 mm  

Max. package height:  * 100 mm  

Max. package width: * 200 mm 

Min. package length:  * 40 mm  

Max. package length: 550 mm  

Compressed air pressure:  6 bar 

Supply voltage :  400VAC x 3 + N, 50 Hz 

Power consumption:  2.5 KW  

Net weight:  600 kg  

* The Max. Measures cannot be obtained all three together 

Alpha-Pack may also make improvements & changes in the products described in this page at any time without notice. 

AHP- 400 Cutting head  

 Ø114 Ø144 Ø174 

1SP 2SP 1SP 2SP 1SP 2SP 

MAX 357 178 452 226 546 273 

MIN 119 59.3 151 75.3 182 91 

 





















