
Ajax Horizontal / Vertical Metal Cutting Bandsaw Model FHBS-712N (SBS-712N 
shown) manufactured by our principals in Taiwan with the following specifications. 

Specifications:

Cutting Capacity @ 90o:

Max. capacity- round 178mm dia. 
Max. capacity- square 178x305mm 
 
Cutting Capacity @ 45o: (vice jaw swivel)  
 
Max. capacity- round 127mm dia. 
Max. capacity- rectangle 120x115mm 
 
Blade:  

Blade speeds (4) 21,32,44,58m/min 
Blade size 19.05x0.8x2362mm 
Motor 3/4 HP Single phase 
 
Miscellaneous:  

Machine dimensions (LxWxH)  1235x430x955mm 
Nett weight 125kg 
*Specifications are subject to change by the manufacturer without notice 
 
Features:

• Built-in coolant system 
• Separate coolant switch 
• Heavy cast iron machine table 
• Quick acting vice 
• Machine on wheels 
• Automatic blade stop at end of cut 
• Roller bearing & carbide adjustable blade guides 
• Hardened & ground worm gears 
• Four cutting speeds 
• Band tensioning adjustment 
• Blade chip brush 
• Safety guards 
• Vertical saw table 

ABN: 20 083 722 276


