
Australian built with

World’s Best Mid-Size Diesel Generator
Extremely Compact | Clean Power | Highly Efficient | Better Motor starting

Specially developed for agricultural pumping and irrigation and reliable support power

Stockman70, 100, 120, 150, 200, 225, 360 and 440
TOUGH DIESEL GENERATOR



Fully Enclosed
and Silenced

Pump Pressure
Shutdown

What makes the Stockman Generator a better choice?
 Pure sine wave clean power.
 Why is this “Better”? Electronics and 
 electric motors run cooler.

 More power for motor starting for 
 irrigation and water pumping. 

 Save up to 20% on fuel cost with Stockman’s 93% efficient alternator.

 Reliable key start (no electronics) with engine protection, 
 weather proof outlets with electric shock protection.

 Australian built with Yanmar.
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t: 07 5437 2333 | e: don@eniquest.com.au | w: www.eniquest.com.au
61 Fred Chaplin Circuit, Bells Creek QLD 4551

Features
 1 x 15A weatherproof power outlet with RCD safety switch 
 1 x 5 Pin 3 phase power outlet with circuit breaker protection
 Battery included – no maintenance high crank capacity AGM
 All powder coated aluminium roof and side panels
 Vibration reduction resilient mounts
 Over size alternator for better motor starting
 Better than 300% motor starting capability
 All service points from one side
 Forklift pockets included in base
 Modular construction 
 – individual panels can be removed for complete access 

World’s Best Mid-Size Diesel Generator

Select your options

Super Quiet 
Exhaust Muffler

*Stockman image is an open frame configuration with PM300 Instrument panel and time clock control

Stockman70, 100, 120, 150, 200, 225, 360 and 440
TOUGH DIESEL GENERATOR

Specifications 
 Model Stockman70 Stockman100 Stockman120 Stockman150 Stockman200 Stockman225  Stockman360 Stockman440
 Continuous Output  7kVA 5.6kW  10kVA 8kW  12kVA 9.6kW  15kVA 12kW  20kVA 16kW  22.5kVA 18kW  36kVA  44kVA
 Current @ 0.8pf  10A/phase  14A/phase  17A/phase  21A/phase  28A/phase  32A/phase  50A/phase  61A/phase
 Voltage 240/415V 50Hz Three Phase 4 wire or optional Single Phase
 Power Outlets 1 x 15A 3 Pin, 1 x 20A 5 Pin 1 x 15A 3 Pin, 1 x 32A 5 Pin  1 x 15A 3 Pin, Terminal Studs
 Engine  Yanmar 3TNV70  Yanmar 3TNV76  Yanmar 3TNV82A  Yanmar 3TNV88  Yanmar 4TNV88  Yanmar 4TNV84T  Yanmar 4TNV98  Yanmar 4TNV98T
 Engine RPM        1500rpm
 Fuel Tank 200 Litre optional 400 Litre optional
 Fuel Usage 75% Load  1.35l/h  1.95l/h  2.20l/h  2.65l/h  3.38l/h  3.80l/h  5.9l/h  7.0l/h
 Alternator Rating  10kVA  20kVA  20kVA  20kVA  30kVA  30kVA  40kVA  50kVA
 Alternator Type Permanent Magnet Radial Flux 
 Dimensions 1425mm L x 667mm W x 886mm H 1680mm L x 902mm W x 1105mm H
 Weight (Open)  352kg  394kg  399kg  420kg  456kg  461kg  635kg  667kg
 Noise  71dBA@7m  71dBA@7m  71dBA@7m  71dBA@7m  71dBA@7m  71dBA@7m  69dBA@7m  69dBA@7m


