NPA PTYLTD

Australasia's leading supplier of cable & wiring accessories, nylon fasteners and electronic hardware.

“Stay Connected” with

= The HEYBite™ Clip mounts easily to
frames and panel edges, without the
need for mounting holes or adhesives.

= The metal locking teeth bite easily into
frames and panel edges, yet provide
high removal resistance.

= Two piece assembly easily adjusts to
various bundle diameters.

HEYware Products

a PennEngineering® Company

HEYBites™

HEYBites™ Unassembled or Assembled with 8” Cable Tie

UNASSEMBLED HEYBite

Fixing | Part No.
Black

Desc. Cable Tie

Part No.

Orientation | Black

For Panels from .04” (1,0 mm) to .12" (3,0 mm) Thick

HEYBite ASSEMBLED WITH CABLE TIE

Description

ASSEMBLED NYTYE CABLE TIE
Tensile | Max. Bundle| Overall
Strength Diameter Length

Lbs.| N in. [ mm. in. | mm.

Parallel 14275 | NTEC1-TL-50-078
Top | 14267 | NTEC1-TB )
Perpendicular | 14276 ' NTEC1-TP-50-078
: 50 | 222 1.77 | 45,0 | 7.87 | 200
. Perpendicular | 14277 | NTEC1-SP-50-078
Side | 14268 = NTEC1-SB
Parallel 14278 | NTEC1-SL-50-078
Standard color black.
7.87%. ns Clamp —t 4z Bi-Directional
(200 0 mm) Fit . (11,4 mm)
.05 (1,2 mm) —r 61 a‘ r
(15,5 mm) | T
.19 (4,8 mm) .65
[ \ [ I 5 jﬂ (1?’0 )
J I
14275 14267
Clamp 4.45
- Fit (11,4 mm)
E—a *F
@ .61 a\
(15,5 mm) 1; _055
(] M r—> ( P mm)
14276 14267
Clamp —L_45 Bi-Directional
— e Fit ~—= (11,4 mm)
L T
.63 a‘ k
(16,0 mm) T T.55
14,0
| ﬁﬁﬂ — ( ) mm)
' 1]
14277 14268
Clamp 4_45 Bi-Directional
e Fit @Eﬂ (11,4 mm)
L T
.63 ﬂ
(16,0 mm) T 55
—
(| i > (14,0 mm)
=
14278 14268

Material

Flammability Rating
Temperature Range

HEYBite: Nylon 6/6 high impact modified, heat and UV stabilized
Cable Tie: Nylon 6/6 high impact modified, heat and UV stabilized or Nylon 12

94V-2
-40°F (-40°C) to 221°F (105°C)
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