
Manufactured using high 
tensile CrNiMo - steel 

100% electro-magnetic 
crack detection tested

Full WLL in any direction 
with 4:1 design factor

Tradition in Dynamic Innovation

MADE
IN

GERMANY

VLBG
Loading ring for bolting



Dimensions and  subject to change

 

pivoting load ring  
with 360° rotation

ICE-Bolt made out 
of patented steel

clear marking of 
the WLL

clamping spring

TYPE WLL
[t]
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[kg/pc]

Torque
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Ref. No. 
stand.

Ref. No. 
vario.

VLBG 0.3t M8 30

VLBG 0.63t M10 60

VLBG 1t M12 100

VLBG 1.2t M14 120

VLBG 1.5t M16 150

VLBG 2t M18 200

VLBG 2.5t M20 250

VLBG 2.5t M22 250

VLBG 4t M24 400

VLBG 4t M27 400

VLBG 5t M30 500

VLBG 7t M36 - 700

VLBG 8t M36 800

VLBG 10t M42 1000

VLBG 15t M42 1500

VLBG 20t M48
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Full WLL in any direction with 4:1 design factor 

100% electro-magnetic crack detection tested
Manufactured using high tensile CrNiMo - steel
Rated capacity can be increased 100% in 

Product features / VLBG Load ring

Captive but exchangeable ICE bolt
Longer bolt lengths available on request
UNC threads also available

Painted in the unique durable RUD pink powder 

12 Commerce Place, Larapinta QLD 4110
T: +61 7 3809 1300  F: +61 7 3809 1301
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E: sales@rud.com.au
W: www.rud.com.au
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