
Suspension ring 
pivots 180º

100% electro-magnetic 
crack detection tested

Clear marking of 
the WLL

RBG / VRBG
Loading ring for bolting

Tradition in Dynamic Innovation

MADE
IN

GERMANY



Product features  RBG  VRBG Load ring

Dimensions and  subject to change

clear marking of  
the WLL

180° pivot 100% WLL at 90º in the 
load ring plane

TYPE
WLL

[t]
Weight

[kgs] A B C D E F G H J K L M N T Screw
Torque  

[Nm]
Ref. No.

RBG 3 3 1.07 34 16 5 48 22 92 6 18 30 1 178 16 71 67
ISO 4014 (DIN 931)

M16X50-10.9 120Nm 51817

RBG 8 8 3.8 120 22 6 65 143 78 8 31 50 43 194 20 100 102
ISO 4014 (DIN 931)

M20X70-8.8 200Nm 993836

VRBG 10 10 6.7 120 22 6 65 143 78 8 30 50 43 213 20 100 103
ISO 4014 (DIN 931)

M20X70-12.9 300Nm 7994537

VRBG 16 16 11.3 170 30 8 90 198 104 10 46 70 63 270 30 134 131
ISO 4014 (DIN 931)

M30X90-12.9 600Nm 7993255

VRBG 30 30 67 180 42 42 130 75 120 - - - 46 400 30 195 262
ISO 4762

6xM30X100-12.9 900Nm 7985866

VRBG 50 50 198 270 70 55 230 100 200 - - - 58 650 36 340 406
ISO 4762

8xM36X120-12.9 1000Nm 7985867

RBG 3/8 VRBG 10/16 VRBG 30/50

patented markings – easy
determination for withdraw 

of service
NEW replacement

state

Lifting points ready for bolting with patented relief 
naps (up t
against bending and shearing loads
100% electro-magnetic crack dection tested

Multi-directional loading

lashing application
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