
Dual performance modes
Switch seamlessly between high productivity 
operation, with up to 80 racks per hour and a 
45 second cycle, and NSF/ANSI 3 sanitisation 
mode, with up to 63 racks per hour and a 57 
second cycle.

Guaranteed sanitisation
A built in atmospheric boiler delivers a consistent 
84°C sanitising rinse, regardless of incoming 
water pressure.

Certified hygiene
Certified to NSF/ANSI 3 and DIN 10512 global 
disinfection standards for reliable hygienic 
performance.

Eco-efficient
High-performance cleaning using just 2 litres of 
water per cycle.

Flexible power
Delivered as 415V 3-phase; easily convertible to 
240V single-phase on-site.

Heavy-duty protection
Rated IP25 for protection against water jets and 
solid objects.
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COMMERCIAL WAREWASHING

EHT80ROW

Hood Dishwasher

High output hood type warewashing for demanding commercial kitchens.

Built for reliability and throughput, the EHT80ROW delivers flexible dual performance 
operation, consistent sanitising rinse results and heavy duty stainless steel build quality.

F E AT U R E S
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Built for reliable high-volume 
dishroom performance

Lift-interrupt hood operation, built-in 
diagnostics and automatic self-cleaning 
cycle support easier daily use and 
maintenance.

S M A R T  S E R V I C E -
F R I E N D LY  O P E R AT I O N

Heavy-duty AISI 304 
stainless steel inside and 
out. The single-skin hood 
is supported by three 
springs for smooth, safe 
movement.

S U P E R I O R 
C O N S T R U C T I O N

A dedicated self-cleaning 
cycle and self-draining 
vertical wash pump ensure 
hygiene and prevent bacteria 
proliferation.

A U T O M AT I C  
S E L F - C L E A N I N G

Gradually increases water 
pressure at cycle start to help 
protect delicate ware and 
reduce noise.

S O F T  S TA R T 
P R O T E C T I O N

Specially designed slanted 
arms prevent detergent-heavy 
wash water from dripping back 
onto clean dishes before the 
final rinse.

S L A N T E D  WA S H 
A R M S

The EHT80ROW supports busy service periods with durable stainless steel 
construction, cleaner rinse path design and operator-friendly controls.
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Technical summary

ELECTRICAL

Supply voltage 415 V / 3N ph / 50 Hz

Convertible to 240 V 1N~  or  240 V 3~

Default installed power 9.9 kW

Boiler heating elements 9 kW

Tank heating elements 3 kW

WATER REQUIREMENTS

Boiler technology Built-in Atmospheric Boiler

Water supply temperature 10–65 °C

Inlet water pressure 0.5–7 bar

Water consumption 2 litres / cycle

Boiler / tank capacity 12 litres / 24 litres

Drain line size 20.5 mm

PERFORMANCE (HP MODE) FOR HIGH PRODUCTIVITY

Cycle times 45 / 84 / 150 sec

Racks per hour 80

Dishes per hour 1,440

Wash temperature 55–65 °C

Rinse temperature 84 °C

PERFORMANCE (NSF MODE) FOR NSF/ANSI 3 SANITISATION

Cycle times 57 / 84 / 150 sec

Racks per hour 63

Dishes per hour 1,134

Wash temperature 75 °C

Rinse temperature 84 °C

DIMENSIONS & WEIGHT

External Dimensions (W × D × H) 746 × 755 × 1,549 mm

Net Weight 106 kg

Shipping Weight 117 kg

Noise Level < 68 dB(A)

COMPLIANCE

NSF/ANSI 3 Compliant

DIN 10512 Compliant

IP Rating IP25

WaterMark Certified

CE / IEC / IECEE Marked

INCLUDED ACCESSORIES

Racks 500x500 mm
Stabbing basket 18 dishes

Flat basket for cutlery/containers

EHT80ROW

Electrolux Professional Hood Type Dishwasher model 
EHT80ROW with built-in atmospheric boiler. 
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Installation diagram
EHT80ROW

Technician-friendly installation layout with built-in drain, detergent and rinse-aid support 
for faster commissioning.

Ready to specify?
For technical advice, installation support and parts, contact Richard Jay.

1300 742 427 | richardjay.com.au

Front view

D Drain outlet

EI Power supply entry

EQ Equipotential screw

WI Water inlet

XD Detergent inlet

XR Rinse aid inlet

XR De-lime inlet

DuCV Check valve

LEGEND

Adjustable feet = 200 mm range installed height
Door open depth = 970 mm clearance required 
Maximum door open height = 2026 mm

Top view

Left view

  


