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NEW IP65 Water Resistant AA 
Battery Holders

2 AA, IP65 Water 
Resistant Holder 

Part No. K2438

3 AA, IP65 Water 
Resistant Holder

Part No. K2439

4 AA, IP65 Water 
Resistant Holder

Part No. K2440

Keystone Electronics has met the increasing demands for 
water resistant and reliable AA battery holders with the 
introduction of their latest covered plastic battery holders.

These self-contained battery holders can be placed on or 
o� a board, or between components, cards or anywhere 
within a case or piece of equipment as spaces allows. In 
addition to portability, these devices also feature coil spring 
contacts to compensate for variations in battery length and 
to securely hold batteries in place, assuring positive, low 
contact-resistance connections.

Battery Ref.:  ALL MANUFACTURERS, ANSI 15A,IEC LR6, 
  NEDA 15,15C, 15D, 15F, 15M, 15NC, 221, 
  1101M, 1113M, 1306AP, 1306M, 1314M, 
  1606M

Cell Size:  AA

Material:  Polypropylene

Mounting:  WIRE LEADS

Note: These items are newly released. Please 
check stock levels before ordering.

Engineered with sealing gasket to provide a watertight 
compartment for AA batteries, these self contained 
battery enclosures are IP65 rated for water, dust and 
other harsh environments. Manufactured for increased 
durability from molded ABS, the contacts are nickel 
plated spring steel. Included in these enclosures are 6" 
long #26 AWG pre-tinned wire leads for simpli�ed 
installation and a built in, sealed, on-o� switch for 
additional product security.

Keystone's new waterproof battery holders are 
available in con�gurations to accommodate 2 AA cells, 
3 AA Cells or 4 AA Cells. 
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