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1 Group Office Ruggero

P/Code - Leva Ruggero: 01600114

P/Code - Minore Ruggero: 01600118

Functionality: Semi Automatic
Control

Power Requirements: Single Phase

Maximum Installed Power: 10 amps

Boiler Size: 1.50r
(Dual boiler optional)
Boiler Composition: 99.9% Pure Copper
Automatic Boiler Filling:  Yes
Manual Boiler Filling: No
Heating Element Power: 2000 watts
Hot Water Outlets: 1
Steam Outlets: 1
Steam Pressure Gauge:  Yes
Pump Type: Vibration
Standards Compliance: CE
Pump Pressure Gauge:  Yes

\_Dimensions (WxDxHmm): 260x450x380
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1 Group Office Semi Auto

Product Code: 01600102

Functionality: Semi Automatic
Control

Power Requirements: Single Phase

Maximum Installed Power: 10 amps

Boiler Size: 1.51tr

Boiler Composition: 99.9% Pure Copper
Automatic Boiler Filling:  Yes

Manual Boiler Filling: No

Heating Element Power: 2000 watts

Hot Water Outlets: 1

Steam Outlets: 1

Steam Pressure Gauge: No

Pump Type: Vibration

Standards Compliance: CE
Dimensions (WxDxHmm): 240x450x380
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1 Group Office Control

Product Code: 01600100
Functionality: Volumetric Control
Power Requirements: Single Phase

Maximum Installed Power: 10 amps

Boiler Size: 1.51tr

Boiler Composition: 99.9% Pure Copper
Automatic Boiler Filling:  Yes

Manual Boiler Filling: No

Heating Element Power: 2000 watts

Hot Water Outlets: 1

Steam Outlets: 1

Pump Type: Vibration

Standards Compliance: CE
Dimensions (WxDxHmm):  240x450x380
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1 Group Office Leva 1 Group Office Barista Minore @8 1 Group Office Quartz White

Product Code: 01600104
01600105 (Pumbedin)

Functionality: Semi Automatic
Control

Power Requirements: Single Phase

Maximum Installed Power: 10 amps

Boiler Size: 1.50r

Boiler Composition: 99.9% Pure Copper
Automatic Boiler Filling:  Yes

Manual Boiler Filling: No

Heating Element Power: 2000 watts

Hot Water Outlets: 1

Steam Outlets: 1

Steam Pressure Gauge:  Yes

Pump Type: Vibration
Standards Compliance: CE

Pump Pressure Gauge:  Yes
\_Dimensions (WxDxHmm): 260x450x380
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01600108
01600107 (Plumbed in)
Semi Automatic
Control

Power Requirements: Single Phase
Maximum Installed Power: 10 amps

Product Code:

Functionality:

Boiler Size: 1.5+ 151tr

Boiler Composition: 99.9% Pure Copper
Automatic Boiler Filling:  Yes

Manual Boiler Filling: No

Heating Element Power: 2 x 2000 watts

Hot Water Outlets: 1

Steam Outlets: 1

Steam Pressure Gauge:  Yes

Pump Type: Vibration

Standards Compliance: CE

Pump Pressure Gauge:  Yes
\_Dimensions (WxDxHmm): 260x450x380
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Product Code: 01600109
Functionality: Volumetric Control
Power Requirements: Single Phase

Maximum Installed Power: 10amps

Boiler Size: 1.7 ltrs

Boiler Composition: 99.9% Pure Copper
Automatic Boiler Filling:  Yes

Manual Boiler Filling: No

Heating Element Power: 2000 watts

Hot Water Outlets: 1

Steam Outlets: 1

Pump Type: Vibration

Standards Compliance: CE
Dimensions (WxDxHmm): 260x450x380
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52 Gaine Road, Dandenong South Vic 3175
e. sales@disave.com.au p. (03) 9702 7733
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