
High tensile 
suspension ring

Bolts 100% electro-magnetic 
crack detection tested

Full WLL in any direction 
with 4:1 design factor

VWBG-V
Loading ring for bolting

Tradition in Dynamic Innovation

MADE
IN

GERMANY



Full WLL in any direction with 4:1 design factor
Bolts 100% electro-magnetic crack detection tested
High tensile suspension ring acc. EN 1677 - 4
Easy assembly with a single threaded tapped hole

Turnable under load
Also available with UNC imperial thread sizes 
Surface protection CORRUD-DT 
(20 times better than zinc plating)
Pink powder coating and zinc plated

Product features  VWBG-V Load ring

clear marking of  
the WLL

ball bearing 
technology

360° 
rotation

large pivoting area
~230°

Dimensions and  subject to change
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T: +61 7 3809 1300  F: +61 7 3809 1301

107 Broadway, Bassendean WA 6054
T: +61 8 6278 1788  F: +61 8 6278 4788

E: sales@rud.com.au
W: www.rud.com.au

ABN: 74 010 547 949

TYPE
 

T
Weight 

[kgs]
Ref. No. 

stand.
Ref. No. 

vario.

VWBG-V 0.3 76 0.18 7103720 8600330

VWBG-V 0.45 78 0.29 7103715 8600331

VWBG-V 0.6 107 0.41 7100180 8600332

VWBG-V 1.3 114 0.59 7100430 8600333

VWBG-V 2.0 137 1.42 7100800 8600334

VWBG-V 3.5 173 2.63 7100640 8600335

VWBG-V 5.0

WLL 

[t]
A B C D E F 

stand.
F 

vario. G

0.3 8 31 29 30 28 13 8-102 36

0.45 8 31 29 35 30 17 10-122 38

0.6 10 49 35 42 36 21 12-140 47

1.3 13 46 38 48 41 25 16-180 56

2.0 13 54 35 62 55 33 20-223 67

3.5 18 66 40 81 70 40 24-255 88

5.0 22 90 50 99 85 50 30-330 106

M

M8

M10

M12

M16

M20

M24

M30 221 5.09 7100650 8600336


