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Power

Braided Hose 2M (FBH34F2000E) Braided Hose 2M (FBH34F2000E)

Stem Adaptor
3/8JG to 5/16 Stem
(PI131012S)

Inlet
Drain

Rear of bestaqua ROC

Or to suitable waste outlet

2 x Stem Elbows 
3/8JG stem to 3/8JG
(PP221212W)

Stem Adaptor
3/8JG to 5/16 Stem
(PI131012S)

2 x Stem Elbows 
3/8JG stem to 3/8JG
(PP221212W)

Water Flow

white tube
Bypass

3/8 to 3/8 Ball valve
(PPSV041212W)

350kPa PLV 
(PLV350AK1)

Optional

Check valve
(3/8SCV)

WARNING: If pressure 
exceeds 400kPa, (optional) 
PLV required.

FB5W FB5W20

Water Flow

3/4bspm to 1/2bspf 
bush (FBB3412) - if required  

Bypass valve

3/8 X 1/2 bspf adaptor 
(PI451214FS)

Existing tap - 1/2” or 3/4” male

Includes Spanner

Pre �lter
housing

also available
in 2 high

Pre �lter
housing

PSJ100

PSJ200

Co�ee Machine

3/8JG x 3/8 bspm
(PP011223W)

3/8 Tee
(PP0212W)

*Remineralisation Filter Option
(FS24M00A00-SYS)

3/8 Tee 
(PP0212W)

*Tank Options (with �ttings)
1.    RO-TANK122 12 litre
2.    RO-TANK132 14 litre
3.    RO-TANK152 18 litre
4.    RO-TANK192 26 litre
5.    RO-TANK1070 48 litre

3/8JG to 1/4 bspf
Ball Valve
(PPSV501222W)

TANK

3/4bspm

5/16JG

Typical Installation with Remineralisation
bestaqua 14 ROC (Co�ee) 

Drain

Clamp
Connector

(RODC2.5-38)

Filter Head

Remineralisation
Filter

Bestmin M
or

Bestco�ee

Manifold
(FMF312134)

Pre �lter
housing

Storage
tank

Filter Cartridges

Important pre installation detail:
Incoming water:

Pressure
Minimum: 150 kPa  - if < 150 kPa seek advice
Maximum: 400 kPa - if > 400 kPa use pressure limiting valve ( PLV350AK1 or similar )

Flow
Minimum 10 lpm - check water tap for �ow  if < 10 lpm seek advice
To check �ow rate: run tap into a bucket for 30 secs. Measure water in litres. 
Multiply x 2 = litres per minute (lpm)

Switch

Permeate
5/16JG

1300 720 299 sales@bwtaustralia.com.au
www.bwtaustralia.com.au

Installation Schematic


