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Plasma Power Supply (Hypertherm)

Twin-X

1. High RPM, high torque spindle
2. Fast drilling with tungsten carbide drill
3. Fast cutting, no preheating necessary
4. ATC(Auto Tool Change)
5. Multi-production in small space
6. Auto nesting program

Features  

Drilling Work clamp
(Air cylinder type)

Plasma cutting ATC
(Auto Tool Change System)

Water work table
(Brass pin & Grating type)

Operation panel

                                           Dross free                                
  Mild steel                         Production-pierce
                                           Severance-edge starts
  

Stainless steel
               Production-pierce

                                           Severance-edge starts
  

Aluminum
                       Production-pierce

                                           Severance-edge starts

  Speed＊
                          

  (Mild steel)
                     Optimum quality

38mm (1-1/2″)
50mm (2″)
80mm (3.2″)
45mm (1-3/4″)
80mm (3.2″)
45mm (1-3/4″)
80mm (3.2″)
25mm (1″)
2159mm/m
(85 ipm)

32mm (1-1/4″)
45mm/50mm (Ar Assist)
80mm (3-1/8″)
38mm (1-1/2″)
75mm (3″)
38mm (1-1/2″)
75mm (3″)
20mm /25mm 
2550mm/m / 1950mm/m
(105ipm / 75ipm)

                                      MODEL HPR 400XD XPR 300

Specifications
                               MODEL                                                                                                 Twin-X
                        Machine structure                                                                                     Gantry travelling
                               Controller                                                                                                       CNC
           Max. processing capacity (W×T)                                                  3,000×50mm (Length can be customized)
                     Max. drill bit capacity                                                   Tungsten carbide drill (Oil hole type) : Ø12~Ø40mm
                     XD axis drilling stroke                                                                                          300mm
                        Drill spindle motor                                                                         Built-in spindle motor (BT- 50)
                              Work clamp                                                                                                     4sets
                               Work table                                                                           Water table with brass pin & grating
                      Dimension (W×L×H)                                                                  2,550 × 2,300 × 5,850mm (Machine)
                                  Weight                                                                                                       7,100kg

Plate Drilling
Cutting Machine&

Plate Drilling
Cutting Machine&

Twin-X

✽NOTE : Specifications are subject to change for quality improvement.
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