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SPECIFICATION ---------------ZALPHA 

AGVModel No 

Payload (l<G) 

Zalpha-DD-016. 

1 00 

Zalpha-DD-03 6. 

300 

Zalpha-DD-05 6. 

500 
Max speed (m/min) 
Run time (Hours) 
Recharge time (Hours) 

DD Navigation method option 

60 
1 0 
4 

60 
8 

4 

MG : Magnetic TS : TracRless 

6. Base dimension 
(WxLxH) mm 

S Standard W550 x L750 x H200 (Panel H800) 
E Extended W550 x Ll030 x H200 (Panel H800) 
L Low Bed W550 x LI 030 x H200 

Stopping accuracy MG . .:':. IOmm 
Travelling direction Forward, R everse, 90/ 1 80 degree turn 
Turning radius Zero (0) 
Drive method Differential 

TS: .:':.IOOmm 

Charging option Automatic and Manual Charging Availab le 
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Mode Standalone or Fleet Management System (FMS ) 
Safety ·c=e=a=tu=re=s 
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Bumper Switch x2 
Emergency Switch xi 
External Safety Input 

Safety indicator Color LED Lighting, Music Playb acR and Alarm 
Motor type Industrial Servo Motor with Close Loop Drive 
Onboard interface 7 Inch Capacitive Touchscreen 
13atte_ry:.__ _ _ _ _ _ _ __ _  L_i F_e _Po_4_B_ a_tt _e _ry _, 2_ 5_.6_V _ _ _ _ _ _ __ _ _ _ __ _ 
WiFi Frequency 2.415GHz 
Operating system NavWiz 
Customisable 1/0 8 Inputs and 8 Outputs 
Payload handler Not Included 
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FEATURES ----------------ZALPHA 

'= .. I Modular 
Zalpha is built with 
modular parts 
maRing it easy for 
servicing and 
maintenance 

r� 
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NavWiz Map 
Allows user to 
draw and plan 
topological map 
for Zalpha 

�--' Bi-Di rectiona I 

- - -

Able to move both 
forward and reverse 

Safety 
Equipped with 
redundant safety 
features such as 
laser sensor, 
bumper, ergency 
button, etc 

NavWiz TasR 
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Auto 
Charging 
Automatically 
charges itself to 
ensure 24-hour 
continuous 
operation 

Internet 
oFThing 
Zalpha is 
loT-enabled to 
meet industry 4.0 
requirements 

AGV BASE ----------------ZALPHA 

Automated Guided Vehicle (AGV) is a mobile robot that can automatically navigate and transpot materials From one 

location to another It is suitable For (not limited to) manufacturing, textile, automotive, Food S beverage, warehousing, 

hospital operations, etc Zalpha AGV is a modern AGV equipped with the latest technologies Its modular design is flexible 

and easy to maintain Powered by NavWiz system, the usage and programming oF an AGV has never been this easy and 

simple 

� I T Standard T Extension T Lowbed 
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� 750mm 

Customizable . Smart. Durable 

� Pallet JacR 

T Conveyor Towing T 

T HooRing T TCabinet 
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