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PART SPECIFICATIONS PART NO. PART DIMENSIONS
Tensile Max.  Bundle UV A    B

Strength Diameter Natural Black Length
N mm. mm.

Width
mm.

13172 13172B
13175 13175B
13178 13178B

534 13181 13181B
13183 13183B
13185 13185B
13186 13186B
13190 13190B

 
13208 13208B
13215 13215B

778 13217 13217B
13218 13218B
13220 13220B

 
13225 13225B
13226 13226B
13227 13227B

1112 13228 13228B

7.6

9.0

12.5
13229 13229B
13230 13230B
13231 13231B

33.0
50.0
63.0
82.0
90.0

101.0
105.0
155.0

190.0
245.0
271.0
290.0
368.0

140.0
168.0
190.0
272.0
268.0
299.0
323.0
364.0 13232 13232B

150
200
250
300
350
380
400
550

650
800
920

1000
1225

500
580
650
890
900

1000
1100
1200

110 Kg

75 Kg

50 Kg
Kg

50

75

110

Heyco® NyTye® Heavy Duty Cable Ties

Material   Nylon 6/6 

Flammability Rating 94V-2

Temperature Range -40°C to 85°C

Certi�cations

QuickSpecs

• Smooth, radiused edges ensure that Nytyes won’t cut into the 
cable’s insulation or the installer’s hand.

• One-piece design reduces cost and installation time.

• Nytyes feature a bent tip for ease of pickup and insertion around 
small bundles. V-shaped raised ridges on the tip provide a sure grip.

• Close, evenly spaced teeth permit fine adjustment – from 0.6 mm 
on the smallest Nytyes to 1.6 mm on the largest.

• Compliant with MS3367 and MIL-S-23190E

* This range is newly released. Please check stock levels and lead 
times before ordering. 


