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Technical Data Sheet  

Air Rods 

  

 

 

LDU Air Rods & Bases 

Features: 
 

 Manufactured from hi-grade materials 

 Secured with stainless steel fasteners 

 Corrosion resistant 

 Universal Base has a Profile Attachment  

         to suit any roof sheet Profile 
 

Specifications: 

12mm Rod 
Rod Ordering Code ARC-12/XXXX  * ARA-12/XXXX ARSS-12/XXXX  * 
Mechanical Specification    
Material Copper Aluminium Stainless Steel 
Metal Grade 99% Cu Marine 316 Grade 
Height 500/1000/2000mm 500/1000/2000mm 500/1000/2000mm 

Diameter 12mm 

Thread size M12 

Recommended Wind Speed (Max) 49m/s 

 
Base Order Code: ARUBBP12 ARUBAB12 ARUBPMB12 

Type Universal Base Plate Universal Angle Bracket Universal Profile Adaptor 

Material Stainless Steel 

Material Grade 316 grade 

Dimensions 100 x 3mm 30 x 3mm To Suit Roof Profile 

16mm Rod 
Rod Ordering Code ARC-16/XXXX ARA-16/XXXX ARSS-16/XXXX 
Mechanical Specification  
Material Copper Aluminium Stainless Steel 
Metal Grade 99% Cu Marine 316 Grade 
Height 1000/2000mm 1000/2000mm 2000/2500/2500mm 
Diameter 16mm 

Thread size M16 

Recommended Wind Speed (Max) 47m/s 69m/s 

 
Base Order Code: ARBSS-16-P ARBSS-16-2W ARBSS-16-4W 

Base Type Pivoting Fixed 2 way Fixed 4 way 

Material Stainless Steel 

Material Grade 316 grade 

 

Example - Ordering Code for Rod and Base: 

 

 
Air Rods 

     ARUB                BP                12 
      Air Rod Base                 Base Plate             M12 Thread 

     ARA              12          XXXX           
Air Rod Aluminium    12mm Dia      Length in mm              

 

  New Universal Base 

ARBSS                  16                P(4W) 
Air Rod Base Stainless Steel       M Thread           Pivoting /4 way 
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