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ED8500KSRE
8.5 kVA portable generator powered by Kohler Diesel engine with Electric Start. Featuring 34 litre fuel tank, giving 13.0
hours of operation at 80% load.

Power Rating: 8.5 kVA
 Model Rating 0.8pf @ 50Hz: 8.5 kVA

 Alternator Rating: 9.5 kVA
 Engine Model: Kohler KD425

 Phase: 1-Phase
 Engine Speed: 3000 rpm

 Engine Horsepower: 12.5 hp
 Starting System: Electric start
 Fuel Tank Capacity: 34 L

 Noise Level @ 7m: 80 dBA
 Outlets: 2 x 15 Amp

 Volts: 230 V
 Approx. Fuel Consumption @ 80% Load: 2.60 L/hr

 Operation Hours @ 80% Load: 13.0 hr
 Fuel Type: Diesel

 Dimensions LxWxH: 800 x 570 x 720 mm
 Weight: 165 kg

 
IDEAL FOR

Built for reliability, the Gentech range of diesel powered portable
generating sets and welder generators deliver economy and durability unmatched by comparable petrol engines.

Perfect for small appliances (e.g. small air conditioners) and small hand held tools (e.g. 9'' grinders, cut off saws).

OPTIONAL ACCESSORIES

ELCB IP56 32 Amp:  RCD Earth Leakage Protection, 32 Amp circuit breaker with 2x outlets.  
Remote Start 2 Wire: comes with 240 Volt battery charger when fitted with ATS

 Automatic Transfer Switch (ATS): 125 Amp
DGX06: 2 axle and 4x wheels for 27 litre base tank

 
Specifications and product availability subject to variation without notice.

CONTACT US TODAY

1300 885 789  |  paul@powergenaustralia.com.au
powergenaustralia.com.au PROUD SUPPLIER

735 x 545 x 525
LxWxH

Reliable Honda
GX390 Engine 

What more do you need 
with this tough, reliable GENTECH GENERATOR!

  

This 7kVA Generator is the perfect size for almost everything, with 2 x 15 amp 
outlets, and  Honda Australia Approved GX390 engine, this generator will run 

your power tools, small compressor, and much much more.    

THE 7kVA POWERHOUSE

Rubber feet

Model: EP7000HSR
7kVA Honda Generator

NSM Brushless
Alternator

6.1L Fuel Tank

Available in an Electric Start: EP7000HSRE    

MODEL    EP7000HSR
POWER RATING  7  kVA @ 0.8 pf
ENGINE   Honda GX390
STARTING SYSTEM Recoil 
FUEL TANK  6.1 Litre
OPERATION HOURS 2.5 hr @ 80% Load

FUEL CONSUMPTION 2.44 L/hr @ 80% Load
FUEL TYPE  Petrol
DRY WEIGHT  75 kg 
DIMEN. LxWxH   735 x 545 x 525 mm
NOISE LEVEL  69 dBA @ 7m

Victoria: Head O�ce
59 Export Drive

Brooklyn VIC 3012
Ph: +61 3 9316 9799
Fax: +61 3 9314 0909

Email: sales@wellcross.com.au

New South Wales
Unit 2/1040 Canley Vale Road

Wetherill Park NSW 2164
Ph: +61 2 9757 5800
Fax: +61 2 9757 5899

Email: nsw@wellcross.com.au

Queensland
Unit 2/55 Christensen Rd

Stapylton QLD 4207
Ph: +61 7 3386 2400
Fax: +61 7 3386 1241

Email: qld@wellcross.com.au

North Queensland
Unit 19/547 Industry Park

547-593 Woolcock St
Mount Louisa, Townsville, QLD 4814

Ph: +61 7 4774 6331
Email: nthqld@wellcross.com.au

Western Australia
Unit 8/235 Camboon Road

Malaga WA 6090
Ph: +61 8 9248 2955
Fax: +61 8 9248 2933

Email: wa@wellcross.com.au

South Australia
Ph: 0417 592 530

Email: bnicholas@wellcross.com.au


